
R e l i a b i l i t y  y o u  c a n  t r u s t 

Portable Lab/Portion Control Scale

These small, compact, highly accurate scales are easy to carry from location to location.

Features

PLS Series

Lightweight, Easy to Carry 

Six Weighing Modes - g, lb, oz, lb/oz,   

 dwt, and ozt 

Removable Stainless Steel Platform 

•

•

•

Easy to Read LED Display 

Low Profile Design 

Push Button Unit Toggle 

Adjustable  Auto Shut-off
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Options
AC Adaptor 

Specifications

•

Model PLS-500 PLS-2500
Capacity and Divisions 500 g x 0.1 g 

1.1 lb x 0.0002 lb 
17.5 oz x 0.005 oz 

1 lb 1.5 oz x 0.01 oz 
320 dwt x 0.1 dwt 
16 ozt x 0.005 ozt

2500 g x 0.5 g 
5.5 lb x 0.001 lb 
88 oz x 0.02 oz 

5 lb 8 oz x 0.02 oz 
1600 dwt x 0.5 dwt 

80 ozt x 0.02 ozt
Accuracy 5000 divisions
Weighing System Strain gauge load cell
Platform 5.9” x 4.7” stainless steel, removable

(150 x 120 mm)
Maximum Tare Full capacity
Display Liquid crystal display: 5 digits plus annunciators 

Character size: 0.8” x 0.25” (20 x 6 mm)
Power 9 volt alkaline battery, optional AC adaptor
Operating Temperatures 50º  F ~ 95º F (10º C ~ 35º C)

Features

Lightweight, Easy to Carry 
Six Weighing Modes - g, lb, oz, lb/oz, dwt and ozt 
Removable Stainless Steel Platform 
Easy to Read LED Display 
Low Profile Design 
Push Button Unit Toggle 
Adjustable  Auto Shut-off 
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Accessories

Calibration Weights •


